DGN File: Ni\Esd\Standard.Drawings\Imper1al\2005Approved\Design (DD)\dd@9.dgn

15-DEC-2004

(M) MEDIAN WIDTH

(A) TRAFFIC LANES (A) (P) (P) (A) TRAFFIC LANES (A) (P)

o T T

|
]

J 4 J

¢

STRUCTURE CROSS
SECTION

(OPEN MEDIAN)

(M) MEDIAN WIDTH

(P) (A) TRAFFIC LANES (A) _(P)(P) (A) TRAFFIC LANES (A) (P)

T T N

G 2" MIN. JOINT

STRUCTURE CROSS
SECTION

(CLOSED MEDIAN)

DEER
CROSSING

12/ 0"

el

2

2'-0" MIN
7' -0" 7' -0"

14" -0"

DEER CROSSING

(TYP.)

NON VEHICULAR

6" —0"

LEGEND

(A) NORMAL SHOULDER PLUS 2'-0" FOR BARRIER OFFSET ON
ALL ROADS AND RAMPS.

FOR TWO WAY SINGLE STRUCTURE MATCH ROADWAY WIDTH
PLUS 2'-0" BARRIER OFFSET EACH SIDE.

(M) WHEN MEDIAN WIDTH IS LESS THAN 30’'-0" USE CLOSED
MEDIAN STRUCTURE.

(P) PARAPET DIMENSION CONTROLLED BY SPECIFIC DESIGN.
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